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650-Watt Dolby Digital^ 
Receiver with 1 50-Watt 
Powered Subwoofer 

• 650-Watts Total Power (100 Watts x 5 -l- 
150-Watt Powered Subwoofer) 

Dolby Digital Surround Decoding 
Dolby^ ProLogic II 
DTS? Surround Decoding 
Digital Sound Processing (DSP) 

3 SVideo Connections 
Compatible with DVD audio and SACD 
Digital AM/FM Stereo Tuner with 40 Presets 

EZ Use Feature Set: Quick Connect Guide, 
Color-Coded Wiring, Color-Coded Speaker 
Terminal 

Front A/V J acks for Ea^ Connection 
Preset EQ 
Night Mode 

2 Optical & 1 Coaxial Input 
Universal Remote Control 
1-Year Limited Warranty 




RT2600 


General 


• Dimensions 

Receiver: 16.9" W, 15.7" D, 5.1" H 
Speakers: 4.6" W, 4.5" D, 6.9" H 
Subwoofer: 7.8" W, 14.2" D, 14.0" H 

• Giftbox Dimensions 

27.6" W, 20.5" D, 17.1" H 

• Masterpack Quantity 

1 Each 

• Universal Remote Control 

Programmable universal remote with easy-to- 
use button layout. Operates most features on 
RCA audio and video products. 

• 4-Level Display Dimming 

The user can customize the brightness of the 
display by selecting one of four difference 
levels. 

• Rotary Encoder Volume Control 

Provides for smooth, gradual volume control. 


Tuner Features 


• Digital AM/FM Stereo Tuner 

Tunes AM/FM stations with maximum 
accuracy and minimum drift. Tunes 
to the center of the broadcast channel for 
minimum distortion. 

• 40 AM/FM Station Presets 

Allows the user quick access to their favorite 
stations. The auto scan function will scan 
available \ stations and automatically store 
them in memory. 

• Seek Up/Down 

Automatically searches the band, stopping at 
the next station in-tune. 

• Preset Scan 

This feature quickly searches the user's 
customized station presets, stopping briefly at 
each preset until the user presses the button 
again to stop the scanning mode. 


Sound 


• 650-Watt Total Power 

Two channels driven into 8 ohms, from 40hz- 
20khz with no more than 0.9% THD. 

• 100-Watts Left, Right, Center, 

Surround Left and Surround Right 

• 1 so Watt Powered Subwoofer 

Powerful bass helps reproduce vibrant movie 
sound and effects. The subwoofer is powered 
from an integrated amplifier located in the 
receiver to keep efficient power while still 
allowing easy set-up. 

• Digital Sound Processing (DSP) 

Activating the DSP mode recreates acoustic 
environments (Concert, Theatre, Church, 
Stadium, Club and Arena) for improved 
realism. 

• Dolby Digitar Surround 

The digital surround format recreates an 
incredible theatre experience. This sound 
format is now widely available on DVD, 
LaserDisc, and satellite. Cable box Dolby 
DigitaP formats enable the play back of up to 
5.1 discrete channels allowing the 3 front, 2 
rear and subwoofer speakers to output a full 
range dynamic sound. 

• Dolby^ Pro Logic II 

New surround sound processing makes any 
stereo sound (CD, TV, VCR, Game) into a multi- 
channel 5.1 surround. This process creates 
separate channels for right, left, center and 
surrounds accentuating the sense of being in 
the middle of the scene. 

• Digital Surround (DTS)^ 

Digital Surround sound format delivers up to 
5.1 channels of master quality providing 
uncompromised reproduction of the original 
multi-track layer. 

• Compatible with DVD Audio and SACD 

• 2-Level Nightmode 

To intentionally keep sound levels down, the 
user can automatically "lower" the dynamic 
range in order to prevent scenes from getting 
too loud and yet keep dialogue intelligible. 

• Preset EQ 

Preassigned equalization of bass, treble and 
mid-range for optimum sound performance. 
Labeled for use with corresponding types of 
music (Jazz, Pop, Rock, Classic and Vocal). 

• 6-Channel Inputs 

The 6 channel external inputs make this system 
upgradeable by allowing the system to remain 
compatible with future multi-channel decoding 
formats like DVD Audio and Super Audio CD. 

• Input IQ 

Using computer intelligence to automatically 
select the correct type of signal processing 
(Dolby Digital, ProLogic, 3-Stereo, etc) for every 
input (CD, DVD, VCR, TV, etc..), this feature 
has "learning" ability which allows it to retain 
user enhancements such as channel volume, 
delay, etc., and use them as the new defaults. 



Changing Entertainment. Again. 

www.rca.com 


Technical/Jack Data 


• Connections 

Front Panel: 

- 1 Pair Audio Input 

- 1 Video Input 
Rear Panel: 

- 3 S-Video: 2 In/1 Out (Monitor) 

- 3 Digital In: 2 Optical/1 Coaxial 
AV Connection 

- Audio: 3 In/1 Out 

- Video: 4 In/1 Out 

- Total Source: 7 

- 1 Subwoofer Output 

- 6 Channel External Input 

• Front Panel Connections 

The front audio and video connections allow 
easy "plug and play" freedom. Just hook and 
unhook your camcorder, video game or MP3 
player. 

• 3.5mm Stereo Headphone Jack 

For private listening, the headphone jack is 
conveniently located on the front of the unit. 

• EZ Use Feature Set 

Quick Connect Guide, Color-Coded Wiring, 
Color-Coded Speaker Terminals, Speaker 
Hanging Capability. 

• Video Connections 

This unit is equipped with comprehensive 
quality video connections which include 1 S- 
video and 1 standard composite video 
compatible with most TVs. 


Accessories 


• External AM Loop Antenna 

• FM Pig Tail Antenna 

• 1 Audio Cable 

• 1 Video Cable 

• Universal Remote Control with 2 "AA" 
Batteries Included 


Plus 


• 1-Year Limited Warranty 

*See RCA dealer for complete details. 

^ Dolby Digital is a registered trademark of 
Dolby Laboratories Licensing Corp. 

2 DTS is a registered trademark of Digital 
Theater Systems, Inc. 
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